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12PIN DEFINE TABLE

GND 

A11

A10

A9

A8

A7

A6

A5

A4

A3
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A1

B1

B2

B3

B4

B5

B6

B7

B8

B9

B10

B11
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GND 
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VBUS 

VCONN 

SIGNALPIN SIGNALPIN
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*
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.
1
8
M
in
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1
2
*
0
.
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+0
.0

5
-0

.0
3

A1 A4 A9 A12A5 A6 A7

B12 B9 B5 B4 B1

1

2

5

4

PART NAMENO. MATERIALQ'TY FINISH

Housing

Signal Contact

Shell

Latch

1

4/8

3 VCC Contact 2*4

1

1

LCP

C7025 TM04

UL 94 V-0

1u"Au/50u"Ni Min.

1u"Au/50u"Ni Min.C7025 TM04

SUS316L 50u"Ni Min.

SUS301,T=0.40mm 50u"Ni/100u"Sn

Stuff6 1 LCP UL 94 V-0,Nature

16

4*1.83

C

2
*
2
.
80

AB

2

2*0.53±0.025 3
0.08 A B C 4

5

70.04 A B C

6

0
.
84

+0
.1

2
-0

.1
3

8

9

10

12*0.140~0.245
120.08 A B C

11
0.84+0.25-0.0513

17

0.05 A B C18

19

1.78~2.1020

SPECIFICATION:
  1. Material & Finish:See the list;
  2. Mechanical:
     2.1.Mating force:5-20Nf;
     2.2.Unmating force:Initial:8-20Nf;Final:6-20Nf;
     2.3.Durability:10000 Cycles;
  3.Electrical:
     3.1.Current Rating:
       VBus Pins:5A, Vconn Pin:1.25A, Other Pins:0.25A;
     3.2.Voltage Rating:20V Max.;
     3.3.Dielectric Withstanding volage:100Vac,60S,10mA;
     3.4.Contact resistance:40m Ohms Max.;
     3.5.Insulation Resistance:100M Ohms Min.;
  4.Environmental:
     4.1.Operating temperature:-40°C~+85°C;

     4.2.Salt Spray Test:48H Min.(No oxidation or rust);
     4.3.Wetting Temperature:265±5°C,5±0.5s

0.45±0.101.50 0.50

1.50

SHENZHEN ZDT TECHNOLOGY CO.,LTD

深圳市中科兴达科技有限公司

RoHS
Compliant Pb

半金锡

产品型态

夹板式

TID NO. 7645


